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A B S T R A C T   
The actual building energy performance essentially depends on the building occupant’s behaviour, the real 
performance of the installed energy systems and the in-use performance of the building envelope. The thermal 
performance characterization of in-use building envelopes, based on monitored data, represents a crucial step 
towards bridging the gap between the designed and as-built energy performance of buildings. The main indicator 
to analyse the performance gap of building envelopes is the Heat Loss Coefficient (HLC); when measured, it 
commonly shows considerable differences when compared with the design value. This research goes further and 
proposes a method, based on monitored data from in-use buildings, for the decoupling of the HLC of in-use 
buildings into its transmission (UA) and infiltration (Cv) heat loss coefficients, in order to identify the origin 
of the heat losses. The identification of this origin will facilitate the reduction of the performance gap. Therefore, 
a multi-storey occupied office building of the University of the Basque Country has been monitored and analysed, 
where the in-use HLC for each floor and for the whole building have already been estimated using an average 
method. Then, based on the ASTM D6245-18 Standard, the decay method of the metabolic CO2 of the building’s 
occupants has been successfully applied in this paper to obtain the Air Change per Hour (ACH) rates due to 
infiltrations. These ACH values have been used to decouple the estimated HLC values into their transmission and 
infiltration parts.   
1. Introduction 
The high building energy consumption and its corresponding CO2 
emissions has driven the European Union to implement several regula-
tions concerning energy efficiency in buildings [1]. These regulations 
are commonly based on design period estimations. Unfortunately, the 
design energy consumption values and the real energy consumption 
values often show a considerable difference [2–4], the so-called energy 
performance gap. A considerable part of this energy performance gap is 
due to the difference between the building’s real envelope energy per-
formance as compared to the expected performance of the design phase. 
The most common performance indicator used to describe a building’s 
envelope energy performance is the Heat Loss Coefficient (HLC). 
This coefficient is the sum of two heat loss coefficients representing 
two phenomena occurring through the envelope of the building [5]. The 
first coefficient is the transmission heat loss coefficient (UA), which 
considers the heat transmission occurring through the envelope of the 
building. The transmission heat loss coefficient is mainly dependent on 
the thermal conductivity and thickness of the building envelope mate-
rials. It can be measured in-situ for such components as windows, walls, 
roofs … [6,7], as the U-value can be estimated by measuring the inner 
surface heat flux and the outdoor and indoor temperatures. However, 
the proper and accurate in-situ measurement of the UA value for a 
complete building envelope can be time consuming and quite expensive 
if the aforementioned method is used [8]. 
On the other hand, the second coefficient that makes up the total 
heat loss coefficient is the infiltration and/or ventilation heat loss co-
efficient (Cv), which depends on the airtightness and ventilation system 
performance of the corresponding building. Infiltrations can be defined 
as the uncontrolled air movements across the building through unin-
tentional openings or cracks, while ventilation is an intentional reno-
vation of the indoor air through outdoor airflows entering the building 
in order to improve the indoor air quality. The ventilation can be natural 
(through window opening) and driven by the weather conditions or 
mechanical ventilation (through a ventilation system) [9–11]. 
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Abbreviations and units 
ACH Air Changes per Hour, or air change renovation rate of the 
considered volume [h− 1] 
ACHbuilding The Air Change per Hour of the whole building [h− 1 or 
s− 1] 
ACHdecay The Air Change per Hour estimated using the CO2 tracer 
gas decay method of the considered volume [h− 1] 
ACHFi,j The corresponding Air Change per Hour of the ith zone of 
the jth floor [h− 1 or s− 1] 
ACHFi,j_decay The corresponding Air Change per Hour estimated using 
the CO2 tracer gas decay method of the ith zone of the jth 
floor [h− 1 or s− 1] 
ACHdecay_aver The entire floor average Air Change per Hour estimated 
using the CO2 tracer gas decay method for the whole 
considered testing period in [h− 1] 
ACHdecay_aver_Vi The average Air Change per Hour estimated using 
the CO2 tracer gas decay method of the whole considered 
testing period associated with each ‘i’ volume portion of F0 
and F2, respectively, in [h− 1] 
ACHdecay_Vi The daily Air Change per Hour estimated using the CO2 
tracer gas decay method of the whole considered testing 
period associated with each of the ‘i’ volume portions of F0 
and F2, respectively, in [h− 1] 





CFbuilding Final indoor to outdoor concentration difference for the 




CFFi,j Final indoor to outdoor concentration difference of the ith 









CIbuilding Initial indoor to outdoor concentration difference for the 




CIFi,j Initial indoor to outdoor concentration difference of the ith 




CO2 Carbon dioxide. 
Cpair Constant pressure specific heat of the air at the average 
indoor temperature [kJ/kgK] 
Cv Infiltration (Cv-inf) and/or ventilation (Cv-vent) heat loss 
coefficient [kW/K] 
Cv_aver The entire floor average infiltration heat loss coefficient for 
the whole considered testing period [kW/K] 
Cv Fi,j-out Considers the envelope infiltration and/or ventilation heat 
loss coefficient going from the ith zone of the jth floor to the 
exterior [kW/K] 
Δt Time frequency at which each discrete measurement is 
done [h] 
η Efficiency of the recovery system installed in the 
ventilation system [− ] 
Fi,j The ith zone of the jth floor in a building 
Fn Corresponding floor of the analysed building (F0 (ground 
floor), F1 (first floor), F2 (second floor) and F3 (third 
floor)) 
HLC (Heat Loss Coefficient) Considers transmission heat losses 
through the building envelope plus infiltration and/or 
ventilation heat losses per degree of difference between 
indoor and outdoor temperatures. HLC = UA + Cv [kW/K] 
HLCFi,j Heat Loss Coefficient of the ith zone of the jth floor [kW/K] 
HLCsum Heat Loss Coefficient calculated as the sum of each 
individual thermal zone HLC [kW/K] 
K All the other heat gains inside the building excluding solar 
gains (SaVsol) and all heating system gains (Q) [kW]. K =
Kelectricity + Koccupancy 
Kelectricity Heat gains inside the building due to electricity consumed 
within the building envelope [kW] 
KFi,j All the other heat gains inside the ith zone of the jth floor 
excluding solar gains (SaVsol) and all heating system gains 
(Q) [kW] 
Koccupancy Heat gains inside the building due to metabolic generation 
of the occupants [kW] 
ṁ Air mass flow rate [kg/s] 
ṁFi,j− Fi,j Mass flow rate of the air going from the ith zone of the jth 
floor to other ith zone of the same or a different jth floor 
[kg/s] 
ṁFi,j− out Mass flow rate of the air going from the ith zone of the jth 
floor to the exterior. In the case the air goes from the 
exterior to the ith zone of the jth floor, it will be named as 
ṁout− Fi,j [kg/s] 
nair The total number of moles of air within the whole building 
[mol] 
nCO2,F,building The total number of moles of CO2 within the whole 
building at the end of the decay analysis period (t = t [s]) 
[mol] 
nCO2,I,building The total number of moles of CO2 within the whole 
building at the beginning of the decay analysis period (t =
0 [s]) [mol] 
Pin Pressure inside the building [bar] 
Pout Pressure outside the building [bar] 
Q or Qheating All heating systems’ energy inputs inside the building 
[kW] 
QFi,j All heating systems’ energy inputs inside the ith zone of the 
jth floor [kW] 
Qinfiltration Heat losses of the building due to infiltrations [kW] 
Qinf + vent Sum of Qinfiltration and Qventilation [kW] 
Qtransmission Heat losses of the building due to transmission [kW] 
Qventilation Heat losses of the building due to ventilation systems [kW] 
ρair Density of the air at the building average indoor 
temperature and pressure [kg/m3] 
ρCO2 Density of the CO2 at the building average indoor 
temperature and pressure [kg/m3] 
SaVsol Corresponding solar gains of the building [kW] 
(SaVsol)Fi,j Corresponding solar gains of the ith zone of the jth floor 
[kW] 
SF6 Sulphur hexafluoride. 
t Duration of the CO2 concentration decay analysis [h] 
Texh Temperature of the exhausted air after crossing the heat 
recovery system [K or ◦C] 
TFi,j Indoor temperature of the ith zone of the jth floor [K or ◦C] 
Tground Ground temperature [K or ◦C] 
Tin Indoor air temperature [K or ◦C] 
Tout Outdoor air temperature [K or ◦C] 
Tsup Temperature of the supply air after crossing the heat 
recovery system [K or ◦C] 
U-value Building envelope element transmittance [W/m2K] 
UA Considered building envelope transmission heat loss 
coefficient [kW/K] 
UAFi,j-ground Considers the envelope transmission heat loss coefficient 
going from the ith zone of the jth floor to the ground [kW/K] 
UAFi,j-Fi,j Considers the envelope transmission heat loss coefficient 
going from the ith zone of the jth floor to other ith zone of 
the same or a different jth floor [kW/K] 
UAFi,j-out Considers the envelope transmission heat loss coefficient 
going from the ith zone of the jth floor to the exterior [kW/ 
K] 
V̇ Volumetric airflow rate [m3/h] 
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Therefore, infiltrations are a consequence of the air pressure difference 
between the interior and exterior, dependent on such climatic condi-
tions as wind speed and temperature difference between the interior and 
exterior [12]; while the behaviour of the occupants, such as window and 
door opening and/or the performance of the ventilation system, will be 
directly related to the ventilation part [13,14]. The estimation of this 
heat loss coefficient can be carried out by multiplying the volumetric 
airflow rate (V̇) by the air ρair and Cpair (the density and constant 
pressure specific heat of the air at the average indoor temperature) [5]. 
This volumetric airflow rate is the multiplication of the Air Change per 
Hour (ACH) and the volume of the analysed room or building. Note that, 
when ventilation systems with heat recovery are present, the heat re-
covery efficiency must be considered when calculating the ventilation 
part of the infiltration and/or ventilation heat loss coefficient. 
The ACH is commonly studied by the researchers working in the 
Indoor Air Quality field. The ACH [10] represents the total rate of out-
door air entering the building, normally considering both the ventilation 
and the infiltration air rates. There are two main techniques to estimate 
the ACH values of a building. Tracer gas techniques are based on the 
mass conservation of a tracer gas, which is injected into the studied zone 
or building and uniformly mixed. The injection method defines the 
tracer gas techniques, which are concentration decay [15–17], constant 
injection and constant concentration techniques [18]. Despite some 
analysis tent to compare the methods with each other [19–21], the most 
commonly used method individually is the concentration decay method, 
since it needs less tracer gas and is the easiest to perform. Moreover, the 
gases used for this analysis are usually inert. The most commonly used 
gases are sulphur hexafluoride (SF6) [18,20,21] or carbon dioxide (CO2) 
[19,22,23]. However, CO2 is the cheapest and most easily measurable 
tracer gas for in-use buildings, since it is also generated by the occupants 
[15,24]. 
The ACH measured using tracer gas techniques is the actual value in 
an enclosure for a given set of conditions during the test: air infiltration 
characteristics, climatic influences, ventilation system operation, etc. 
Therefore, when those conditions change, the ACH value will also 
change. To overcome this drawback, one approach is to measure ACH 
under different boundary conditions trying to cover a wide range of 
conditions; another approach is to build a ventilation model. 
The blower door test [9,25,26] does not measure the ACH in actual 
boundary conditions of the enclosure, the ACH is measured for several 
indoor/outdoor pressure differences of the building. The aim is to 
characterise the air permeability of the enclosure envelope, and thus, to 
measure the airtightness of the building envelope, as done in Ref. [27] to 
improve it after the rehabilitation. By the data obtained from the test 
and defining the behaviour of the ventilation system, it is possible to 
build a ventilation model and, once validated, to analyse the ACH under 
different sets of conditions. 
Although the ACH and the HLC [28–32] are two parameters which 
have been widely analysed separately, as far as the authors know, they 
have not yet been related to decouple the HLC into its transmission (UA) 
and infiltration and/or ventilation (Cv) parts using in-situ measurements 
on in-use buildings by means of basic monitoring systems. This paper is 
focussed on developing a new decoupling method that could be imple-
mented in real world scenarios through the use of simple sensors for 
monitoring in-use buildings. Metabolic CO2 will be used as a tracer gas 
to estimate air infiltration and/or ventilation rates by means of CO2 
decay analysis. The CO2 concentration can be easily and accurately 
measured by simple air quality sensors. This work is based on the re-
quirements described in the ASTM D6245-18 ‘Standard Guide for Using 
Indoor Carbon Dioxide Concentrations to Evaluate Indoor Air Quality 
and Ventilation’ [33]. Although the objective of this Standard is not to 
decouple the HLC, one of its by-products is the estimation of the Air 
Change per Hour (ACH) of the analysed volume (usually a thermal zone 
of a building). This ACH value can be used to estimate the infiltration 
and/or ventilation heat loss coefficient (Cv) of the studied volume. Since 
HLC = UA + Cv, if HLC and Cv are estimated, then the HLC may be 
decoupled into its transmission (UA) and infiltration and/or ventilation 
(Cv) parts. 
The application of the proposed decoupling method requires the 
estimation of the HLCs of the different thermal zones or volumes to be 
analysed, where corresponding Cv values will also be estimated. In this 
work, the volumes will be the four floors of the building already studied 
in Refs. [5,30]. The HLC values estimated by applying the average 
method in Ref. [5] will be used to decouple those already estimated HLC 
values into the Cv and UA values. 
Thus, the main objective of this paper is to apply and test the pro-
posed CO2 concentration decay method to decouple the in-use HLC into 
its UA and Cv values of an in-use office building by means of monitored 
data. The decoupling of the HLC would allow a clear identification of the 
main origin of the heat losses. In other words, it would be possible to 
estimate which of the heat losses are higher; the transmission heat losses 
or the infiltration and/or ventilation heat losses. 
Moreover, it must be said that the HLC values of the building have 
already been estimated for two different periods in Ref. [5], one before 
and the other after the building was rehabilitated. Before rehabilitation, 
there was no ventilation system installed in the building. So, the Cv 
values obtained during the pre-retrofitting winters will only consider the 
infiltration heat losses of the building. However, after the rehabilitation, 
a ventilation system was installed on each of the floors. Thus, the ob-
tained Cv during the post-retrofitting winter periods should consider 
both the infiltration and ventilation heat losses. However, due to the 
high quantity of information and data, this paper will only perform the 
decoupling for the HLC values obtained before the rehabilitation, pro-
posing the decoupling of the post-rehabilitation HLC values as future 
work. 
V̇air(inf) Infiltration volumetric air flow rate [m3/h] 
V̇air(vent) Ventilation volumetric air flow rate [m3/h] 
V̇building Total volumetric air flow rate of the whole building [m3/h 
or m3/s] 
V̇Fi,j The volumetric air flow rate of the ith zone of the jth floor 
[m3/h or m3/s] 
V̇Fi,j decay The volumetric air flow rate estimated using the CO2 tracer 
gas decay method of the ith zone of the jth floor [m3/h or 
m3/s] 
V̇Fi,j− Fi,j Volumetric air flow rate going from the ith zone of the jth 
floor to other ith zone of the same or a different jth floor 
[m3/h or m3/s] 
V̇Fi,j− out Volumetric air flow rate going from the ith zone of the jth 
floor to the exterior. In the case the air goes from the 
exterior to the ith zone of the jth floor, it will be named as 
V̇out− Fi,j [m3/h or m3/s] 
Vol_building The total volume of the building [m3] 
Vol_Fi,j The volume of the ith zone of the jth floor [m3] 
Vol_floor The volume of each floor [m3] 
Vol_i The volume portion of each floor [m3] 
Vsol Vertical south global solar radiation [W/m2] 
WB West block 
WS Wind speed [m/s]  
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2. Building description and experimental set-up 
2.1. Description of the building 
The energy characterization presented in this document has been 
carried out in an energetically monitored public building of the Uni-
versity of the Basque Country (see Fig. 1). For this study, only the West 
Block (WB) has been considered. Since the West Block (WB) thermal 
zones are separated by “always closed” fire doors, the air mass ex-
changes with the central block can be considered negligible. Further-
more, both blocks have similar indoor temperature settings, so the 
energy exchange between blocks can also be considered insignificant. 
Thus, the West Block has been treated as if it was completely isolated 
from the central block. This West Block has four floors. Two, the first and 
third floors (F1 and F3), are mainly large, open offices, while the other 
two, the ground and second floors (F0 and F2), are mainly smaller, in-
dividual offices. The structure of the floors is important when it comes to 
the infiltration and/or ventilation heat loss coefficients estimation. 
2.2. Description of the monitoring system 
Before the rehabilitation, the building had an energy monitoring 
system that included several sensors located inside and outside the 
building. The summary of all the sensors installed in the building can be 
found in Table 1 of [5], showing three main types of sensor; those that 
measure energy consumption, indoor conditions and external (or 
weather) conditions. Depending on the configuration of each floor, a 
different number of comfort parameter measurement points have been 
distributed in different locations inside the building (three or four per 
floor, see Fig. 2). Within these comfort parameters, only the air quality 
(CO2 concentration) measuring sensor is indispensable for the estima-
tion of the Cv. However, the rest of the data measured inside the building 
were indispensable when estimating the HLC values presented in 
Ref. [5]. 
Data from weather measurements sensors located on the roof of the 
building were also available. Although a wide range of data was 
measured on the roof for the estimation of the HLC, the only variables 
needed for this study are the external temperature and wind speed. All 
the data have been measured minutely. 
The total volumes of the monitored thermal zones (see green contour 
line of Fig. 2) are shown in Table 1. Table 2 only describes the number, 
type and characteristics of the different sensors used for Cv calculation 
purposes in this research work. 
According to the ASTM D6245-18 guide and the Test Method ASTM 
E741-11 [34], in order to estimate the Air Change per Hour of a certain 
thermal zone, it is necessary to measure the CO2 concentration in at least 
three points of the analysed thermal zones or floors. In this work three or 
four measurements points have been installed per analysed thermal 
zones (see Fig. 2). Note that the infiltration rates of a building can be 
altered depending on the indoor to outdoor temperature difference and 
with the wind speed effect. Although these data are not used in the Cv 
calculation, they are still needed to filter the data or check the corre-
lation between the estimated ACH values and wind speed. 
3. Heat loss coefficient (HLC) decoupling methodology 
3.1. HLC estimation method of in-use buildings with multiple thermal 
zones 
The strict metabolic CO2 concentration homogeneity requirements 
presented in section 3.2 to obtain the infiltration/ventilation heat loss 
coefficient, makes it nearly impossible to obtain them in a whole 
building basis. Thus, it is needed to obtain them in a thermal zone basis. 
Of course, there might be heat and mass transfer between thermal zones 
within a building, this is why, in this subsection, the HLC estimation 
method is briefly presented and the key aspects regarding the heat and 
mass exchanges between thermal zones within a building are related to 
the HLC estimation and decoupling. 
First of all, the method for HLC estimation of an in-use building with 
a unique thermal zone with homogeneous indoor temperature is pre-
sented. Let us review the principal energy and mass exchanges occurring 
through this in-use building envelope in heating season, see Fig. 3 
(LEFT). There are different energy gains within the building: heating and 
ventilation system heat input provided typically by water or glycol- 
water as heat transfer fluid (Qheating), metabolic heat gain produced by 
building users (Koccupancy), electricity heat gains produced by all the 
electrical devices consuming and dissipating electricity within the 
building envelope (Kelectricity) and possible solar gains (SaVsol). We also 
have heat losses through the envelope due to:  
- Transmission effects (Qtransmission) dependant on the building envelope 
UA value and the Tin to Tout temperature difference (equation in bold 
of Fig. 3).  
- Infiltration effects (Qinfiltration) dependant on the infiltration heat loss 
coefficient (Cv-inf) which depends on the building envelope total 
permeability to the air infiltration that will produce different infil-
tration volumetric air flow rates V̇air(inf) (also dependant on wind 
speed, direction, and Tin to Tout temperature difference) and pro-
portional to the air density (ρair), to the air constant pressure specific 
heat (cpair) and the Tin to Tout temperature difference (see equation in 
Fig. 3).  
- Ventilation effects (Qventilation) dependant on the ventilation heat loss 
coefficient (Cv-vent) which depends on the ventilation volumetric air 
flow rates V̇air(vent) (ventilation rates could be constant and sched-
uled or controlled by some indoor parameter such as indoor CO2 
concentration or relative humidity) and proportional to the (if 
Fig. 1. South façade of the WB (left). Roof, East façade and South façade (long one) of the whole building (right).  
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existing) heat recovery efficiency (η), to ρair, to cpair and to the Tin to 
Tout temperature difference (see equation in Fig. 3). 
If we sum, as in Fig. 3 bold equation, Qinf + vent = Qinfiltration +
Qventilation, taking (Tin – Tout) as common factor, and reordering, we get 
Eq. (1) for the most general case for the whole building infiltration/ 
ventilation heat loss coefficient. Note that buildings without heat re-
covery in their ventilation system are represented by η = 0. Of course, in 
buildings without ventilation system, only the infiltration term remains. 
Cv = V̇air(vent)ρaircpair⋅(1 − η) + V̇air(inf)ρaircpair [kW/K] Eq. (1) 
The so called average method to estimate the HLC of the building, 
applies the energy conservation principle to the building schematic of 
Fig. 3. This energy conservation equation analysis (developed in detail 
Fig. 2. Distribution of monitoring devices within the considered thermal zones of the building. RED DOT: locations where brightness level, air quality (CO2 ppm), 
temperature and relative humidity have been measured. GREEN DOT: calorimeter positions. Representation of volume partitions considered in F0 and F2 for Cv 
calculation purposes are also highlighted. (For interpretation of the references to colour in this figure legend, the reader is referred to the Web version of this article.) 
Table 1 
Monitored total volumes for each thermal zone 
(floors in this case) and for the building.   
Vol_floor [m3] 
FLOOR 0 1184.3 
FLOOR 1 1700.2 
FLOOR 2 1889.7 
FLOOR 3 1619.3 
BUILDING 6393.5  
Table 2 
Summary of the sensor information used to generate the input data required to 
carry out this research.  






















1 Weather Station on roof: 









1 Outdoor Temperature 
and Humidity Sensor on 
roof: 
ARCUS SK01-TFK-AFF 
± 0.5 ◦C  
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in Ref. [5]) allows to relate the HLC and the solar gains (SaVsol) to 
measurable variables. Those variables are the heating system energy 
supply (Qk), all internal gains due to occupant metabolic heat generation 
and electrical devices consumption within the building envelope (Kk) 
and the Tin,k to Tout,k temperature difference present in Eq. (2), where k 
stands for an arbitrary measurement point. Building monitoring systems 
usually measure Eq. (2) measurable parameters (Tin and Tout [◦C or K], Q 
[kW], K [kW] and Vsol [W/m2]) in frequencies were Δt could range from 
1 min to 1 h. 
The average method obtains reliable HLC results, when Eq. (2) is 
applied during cold and cloudy winter short periods of 3–5 days and 
consequently, Q and (Tin – Tout) are high. Thus, their measurement 
uncertainty is minimum. On the other hand, in those cloudy periods 
where solar radiation is very low and could thus be considered purely 
diffuse, the uncertain in-use solar gains (SaVsol) are checked to be low 
compared to (Q + K). Thus, Eq. (2) can be reliably applied although solar 
gains are roughly estimated. The average method also requires to use 
periods with the same initial and final temperature level of the building, 

















To develop the HLC decoupling methodology for buildings with 
multiple thermal zones, the properties of the HLC estimations related to 
multi thermal zones buildings are analysed. As shown previously, 
several heat gains and losses have been considered when estimating the 
HLC for a whole building enclosed in a control volume. However, the 
demonstration only considers the HLC estimation for a whole building 
with homogeneous indoor temperature (Tin). Eq. (3) to Eq. (13) (already 
presented in Ref. [5]) explain how different thermal zones next to each 
other, or on different storeys located above or under each other, behave 
when considering the whole building HLC. In other words, how the in-
ternal energy transfer effects passing from one room to another can be 
cancelled out through the analysis of the simple case of Fig. 3 (RIGHT) is 
proven. This figure shows a simple case for a multi thermal zone 
building that will be considered here a toy model. Three different vol-
umes, distributed on two floors (F0 and F1), form the building. Each 
volume is affected by different internal gains and by heat and mass ex-
changes, coming either from other volumes, the ground or the exterior. 
Thus, we aim to prove that the building’s total HLC can be estimated by 
applying the following formula: 
HLCsum =HLCF0,1 + HLCF0,2 + HLCF1,1 [kW/K] Eq. (3)  
where each thermal zone HLC can be estimated by applying Eq. (2) 
directly to each thermal zone as if they were only affected by (TFi,j −
Tout). For clarity, the sum of Eq. (2) does not appear in the development 
until Eq. (13): 
HLCF0,1 =
[




) [kW/K] Eq. (4)  
HLCF0,2 =
[




) [kW/K] Eq. (5)  
HLCF1,1 =
[




) [kW/K] Eq. (6) 
In this example, two thermal zones are on the ground floor and 
another one on the first floor. Thus, the whole energy balance of each 
thermal zone (Eq. (7) to Eq. (9)) is presented considering all possible 
transmission and infiltration/ventilation exchanges for each of them: 
Ground floor (volume F0,1):   
Fig. 3. LEFT: Schematic of all energy and mass exchanges through the control volume defined by the building envelope, including a schematic of a heat recovery 
system of a ventilation system of a building. RIGHT: Schematic of all energy and/or mass exchanges in a building composed of multiple thermal zones. 
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Ground floor (volume F0,2): 
























































[kW] Eq. (9) 
Since the average method considers periods with negligible energy 
accumulation within the building, when Eq. (7) to Eq. (9) are summed, 
all the energy transfers through internal walls due to transmission and 
infiltration between the considered thermal zones are cancelled out. 
Then, only heat and mass transfers between indoor and outdoor air and 
















































Since HLCFi,j =UAFi,j− out +Cv Fi,j− out and taking (TFi,j − Tout) as the 

























[kW] Eq. (11) 
Eq. (11) proves that the only valid solution for any TFi,j is the one 
provided by Eq. (4) to Eq. (6) for each of the HLCFi,j of Eq. (11), where 
each HLCFi,j has only the indoor to outdoor UAFi,j− out and Cv Fi,j− out values 
within it. Remember that the HLCF0,j of the ground floor also includes the 
UA value against the ground multiplied by the factor (TF0,j − Tground)
(TF0,j − Tout )
. Thus, it 
has been proven that the whole building HLC can be estimated by the 
sum of the individual volumes HLCFi,j as if they were only exchanging 
heat and mass with the outdoor air:   
Generalizing this example to a building with L floors and M volumes 
per floor, Eq. (12) can be written as the general Eq. (13) (including de 
sum of Eq. (2)). Considering Eq. (2), it can be written as the sum of N 
time step measurements for the considered cold and cloudy period k = 1 




















From the previous analysis, it can be concluded that it is possible to 
develop a precise estimation of the whole building HLC estimating the 
HLCs for each thermal zone and summing them, since all the energy 
exchanges through the walls between the thermal zones are cancelled 
out when all the individual HLCs are summed. Moreover, it must be 
commented that there is no physical meaning when measuring the HLCs 
of each thermal zone independently, since this parameter includes the 
effect of the energy transmitted from one thermal zone to another. The 
individual HLCs of each thermal zone will only be physically meaningful 
when the same internal temperature is found in all the building’s ther-
mal zones. For this specific case, where all TFi,j = Tin, then Eq. (12) be-
comes Eq. (14):   
HLCsum =
[

















= HLCF0,1 +HLCF0,2 +HLCF1,1 [kW/K]
Eq. (12)   
HLCsum =
[












HLCF0,1 + HLCF0,2 + HLCF1,1 [kW/K]





























[kW] Eq.(7)   
I. Uriarte et al.                                                                                                                                                                                                                                  
Journal of Building Engineering 43 (2021) 102591
8
This demonstration is crucial for the proposed HLC decoupling 
method feasibility since it gives a powerful tool to deal with the varia-
tions on internal temperature that might occur within a multi-storey 
occupied building where important temperature variations within the 
different building thermal zones are usual. 
Now a similar development will be performed to prove that the 
building’s total infiltration plus ventilation rates can be estimated by 
applying the following formula, where the Air Change per Hour (ACH) 
values of each thermal zone are obtained directly from the analysis of 
the decay curve of the anthropogenic CO2 in each of those thermal 
zones:   
To prove Eq. (15), it is necessary to start applying the mass balance to 
the three thermal zones represented in Fig. 3 (RIGHT). The accumula-
tion of the mass within a building or a thermal zone within a building 
can be considered negligible. Otherwise, if even a small amount of air 
would be accumulated within a thermal zone of a building, its pressure 
would change considerably. 
Ground floor (volume F0,1): 
0=
(




ṁF0,1− out + ṁF0,1− F0,2 + ṁF0,1− F1,1
)
[kg/s] Eq. (16) 
Ground floor (volume F0,2): 
0=
(




ṁF0,2− out + ṁF0,2− F0,1 + ṁF0,2− F1,1
)
[kg/s] Eq. (17) 
First floor (volume (F1,1)): 
0=
(




ṁF1,1− out + ṁF1,1− F0,1 + ṁF1,1− F0,2
)
[kg/s] Eq. (18) 
Furthermore, in the building sector, the pressure within the building 
and the temperature within the building is usually quite homogeneous 
regarding their possible effect on the variation of the density of the air 
within a building, thus the air density can be considered constant. Note 
that for the HLC estimation a 5 ◦C variation between thermal zones is an 
important variation since the indoor to outdoor temperatures used for 
HLC estimation usually range between 10 ◦C to 20 ◦C. Otherwise, a 5 ◦C 
variation on the air produces a negligible variation on its density. Then, 
since ṁ = V̇ρair and the density of the air (ρair) can be considered as a 
constant value, Eq. (16) to Eq. (18) are converted into: 
0=
(









Eq. (19)    
0=
(









Eq. (20)    
0=
(










Analysing Eq. (19) to Eq. (21), we can relate the total infiltration/ 
ventilation rates of each thermal zone with its corresponding total ACH 
as follows:   
ACHF0,2Vol F0,2 = V̇F0,2 =
(









Eq. (23)  
V̇building = V̇F0,1 decay + V̇F0,2 decay + V̇F1,1 decay →





] Eq. (15)   
ACHF0,1Vol F0,1 = V̇F0,1 =
(









Eq. (22)   
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ACHF1,1Vol F1,1 = V̇F1,1 =
(










Applying the mass conservation principle (assuming (ρair) as a con-
stant value) to the control volume enclosing the whole building we get: 
0=
(









Eq. (25)   
Making the sum Eq. (19) to Eq. (21), reordering and applying the 
equivalences of Eq. (22) to Eq. (26), the following expression is 
obtained: 






Unless the thermal zones within a building are completely airtight 
between them, the ACHF0,1 decay of Eq. (15) will not be equal to the 
ACHF0,1 of Eq. (27). However, the application of the HLC decoupling 
method only requires to prove that the ACHbuildingVol building of Eq. (15) and 
the ACHbuildingVol building of Eq. (27) are equal. For that, the following 
demonstration is done. As detailed in section 3.2, when applying the 
ASTM D6245-18 to a thermal zone of a building, the measured final 
concentration of CO2 (CF) of a thermal zone is related to the measured 
initial concentration (CI) and to the ACHdecay with the following 
formula: 










If there are mass interactions between thermal zones with different 
CO2 concentrations together with mass interactions with the outdoors 
ambient, the ACHdecay will be different to the ACH values as calculated 
in Eq. (22) to Eq. (24). However, when the mass balance of CO2 is done 
for the whole building of Fig. 3 (RIGHT) during a decay analysis period 
between t = 0 [s] to t = t [s], we get the following equation:   
Note that assuming Amagat Model [35] using the molar fraction or 
the volume fraction is equivalent to express the concentration. The 
Amagat Model assumes that the total volume of a mixture of ideal gases, 
is the sum of the partial volumes of each of the components of the 
mixture as if they were at the same total pressure and temperature as the 
mixture. Those partial volumes are proportional to the molar fraction its 
species has in the gas mixture. Assuming the total volume is the building 
volume and that the building indoor air total pressure and temperature 
have small variations regarding the density calculation of each of those 
Fig. 4. Minute by minute measured air quality data of each sensor of F1 from 9th to February 15, 2015 over time.  
ACHbuildingVol building =
(









Eq. (26)   
(


















Vol building ρCO2 
=
(
CI building − CF building
)
Vol building ρCO2 [kg]
(


























Eq.(29)   
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partial volumes, the CO2 density associated to the partial volume 
occupied by the CO2 at the beginning of the decay period analysis and at 
the end of the decay period analysis can be considered constant. Thus, 
the mass balance, the molar balance and the volume balance of the CO2 
are equivalent in Eq. (29). This is a valid model when the working gas 
behaves as an ideal gas, and the air, in usual building indoor conditions, 
behaves as an ideal gas. In Eq. (29) nCO2,I,building and nCO2,F,building are the 
total number of moles of CO2 within the whole building at t = 0 [s] and 
at t = t [s], respectively. While nair are the total number of moles of air 
within the whole building (it can be considered constant during the 
decay method application period unless huge temperature and/or 
pressure variations occur within the building). Thus, the term 
(CIbuilding − CFbuilding)Vol building represents the net amount of CO2 that has 
been transferred from the building to the exterior during the decay 
period. 
The decay method only considers the measured CIFi,j and the 
measured CFFi,j to estimate the corresponding thermal zone ACHFi,j decay. 
Obviously, unless the thermal zones are completely airtight between 
them, the ACHFi,j decay in general will be different to the ACHFi,j calcu-
lated as in Eq. (22) to Eq. (24). For example, if F0,1 has the same indoor 
concentration as F0,2, even if there are infiltration exchanges between 
F0,1 and F0,2, the decrease on the concentration of F0,1, will only be 
due to the mass exchange of the F0,1 with the outdoors air. Then, in this 
case, even if the ACHFi,j considers both mass exchanges (with the out-
door air and with F0,2), the decay analysis will only identify the part of 
the mass exchange that generates a concentration variation, this is, the 
exchange with the outdoors represented by ACHFi,j decay. 
Including Eq. (28) into Eq. (29) the following expression is obtained: 
(





















Since Eq. (30) fulfils the net CO2 mass balance during a decay 
analysis test for the whole building, Eq. (15) must also fulfil the air 
balance on the whole building basis. Of course, when the infiltration 
exchanges between thermal zones tend to zero, the individual 
ACHFi,j decayvalues of Eq. (15) will tend to be equal to the ACHFi,j of Eq. 
(27). 
Resuming, when all the thermal zones of a building have the same 
indoor air temperature, if the HLC of those thermal zones is estimated, 
they will represent the HLC value of those thermal zones regarding the 
outdoors air. Thus they will be meaningful in the sense that they do not 
consider energy exchanges with other thermal zones within the build-
ing. If the thermal zones have different temperatures, then the individ-
ual HLCs of the thermal zones will not represent the HLC of those 
thermal zones with the outdoors air. But even if individually they are not 
meaningful, when we aggregate all the HLCs of all the thermal zones, 
they represent the total HLC of the whole building envelope. 
On the other hand, when the infiltration plus ventilation mass flow 
rates are estimated by means of the ACHdecay values obtained by means 
of the anthropogenic CO2 decay analysis, they will only represent the 
total air flow exchange of the analysed thermal zone when the occupied 
thermal zones are completely airtight between them. In those cases, they 
will represent the mass exchange with the outdoors. However, if we sum 
all the infiltration plus ventilation rates of all the thermal zones of a 
building estimated by means of the ACHdecay values, the total building 
infiltration plus ventilation rates with the outdoors are obtained even if 
the thermal zones are not airtight between them. 
In other words, only when all the building thermal zones have the 
same indoor air temperature and are completely airtight between them, 
the individual HLCs have physical meaning and could be decoupled 
maintaining the physical meaning with the estimated ACHdecay values. 
Nevertheless, as shown in the results of [5], due to the similarity of 
the measured indoor temperatures in the different floors of the analysed 
four storey office building, the obtained individual thermal zones HLC 
results are meaningful. Furthermore, the thermal zones considered in 
the analysed building are separated by continuous concrete slabs, thus, 
the considered thermal zones are assumed to be airtight between them. 
After the above demonstration, in order to develop further the 
method for the HLC estimation presented in Ref. [5], the next section 
describes the metabolic CO2 decay method applied to estimate the 
thermal zone’s Air Change per Hour (ACHdecay) and then the infiltration 
heat loss coefficient estimation method (Cv-inf). Since only the infiltra-
tion heat loss coefficient is estimated in this work, from now, it is called 
Cv. Finally, considering the HLC estimated previously, and the Cv esti-
mated during this study, the decoupling method used is also described in 
detail. 
3.2. Air change per hour (ACHdecay) estimation method 
The metabolic CO2 of the building’s occupants has been used as 
tracer gas to estimate air infiltration rates by means of CO2 concentra-
tion decay analysis. The concentration decay method is well explained 
in Ref. [36]. 
The use of CO2 generated from occupants as a tracer gas to determine 
air change rates in buildings is described in ASTM D6245-18, the 
‘Standard Guide for Using Indoor Carbon Dioxide Concentrations to 
Evaluate Indoor Air Quality and Ventilation’ [33]. According to this 
guide, and together with the ASTM E741-11 Method [34], air change 
rates (or Air Changes per Hour, ACHdecay in [h− 1]) can be estimated 
using the tracer gas decay technique in which occupant-generated CO2 is 
used as a tracer gas if the measurements are conducted after the occu-
pants leave the building. 
These are the requirements established by the ASTM D6245-18 guide 
affecting this work:  
• Section 9.3.1 of the guide: The decay technique is based on the 
assumption that there is no source of tracer gas in the building, which 
in the case of CO2 means that the building is no longer occupied. In 
practice, an occupancy density of one person per 1000 m2 or less will 
not impact the measurement results. To fulfil this requirement, data 
from 18:00 to 20:00 h has been used, shortly after the end of the 
working day.  
• Section 9.3.2.: The tracer gas decay technique, as described in the 
Test Method ASTM E741-11, assumes that the outdoor tracer gas 
concentration is zero, which is not the case with CO2. However, if the 
outdoor concentration is constant during the decay measurement, 
then the tracer gas decay technique can be used by substituting the 
difference between the indoor and outdoor concentrations for the 
indoor concentration in the analysis contained in the Test Method. 
Analysing the data sets and having Fig. 4 as an example, it can be 
stated that the background CO2 concentration changes very little. 
The variation is within 3–5 ppm (minimum individual measurement 
395 ppm), thus the background or outdoor concentration is consid-
ered constant as 400 ppm.  
• Section 9.3.3.: The concentration measurement uncertainty must be 
better than ±5 % during the decay analysis period. When using CO2 
as a tracer gas, this precision requirement must be applied to the 
difference between the indoor to outdoor CO2 concentrations. As 
shown in the experimental set-up section of this paper, the moni-
toring system used in this study fulfils this requirement if the 350 
ppm condition established in section 9.3.4 is fulfilled.  
• Section 9.3.4.: The indoor CO2 concentration when the building is 
finally unoccupied depends on the concentration in the building 
when the occupants start leaving, the amount of time it takes them to 
leave, and the air change rate of the building. Depending on the 
values of these parameters, the indoor CO2 concentration may be too 
low once the building is unoccupied to perform a reliable tracer gas 
decay measurement. These authors propose an initial minimum 
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acceptable value of the decay should be 350 ppm (the difference 
between the indoor and outdoor concentrations) to avoid low con-
centration values at the end of the measurements that could reduce 
the reliability of the measurements. This minimum initial value 
permits section 9.3.3 uncertainty requirement to be fulfilled at the 
end of all the periods analysed in this work. This minimum value has 
been fixed following a procedure that permits the ±5 % accuracy 
stated in section 9.3.3 to be complied with, even at the end of the 
decay curve. The previously mentioned Eq. (28), now named as Eq. 
(31), can be used to estimate the final indoor to outdoor concen-
tration difference: 









Eq. (31)  
where CF is the final indoor to outdoor concentration difference 
[ppm], CI is the initial indoor to outdoor concentration difference 
[ppm] (350 ppm is assumed to be the initial minimum possible 
value), ACHdecay is the Air Change per Hour [h− 1] and t is the time 
[h] (2 h in our analysis). Then, fixing the initial minimum indoor to 
outdoor concentration difference (CI) and considering the maximum 
ACHdecay value obtained for all the identified valid days for analysis, 
it is possible to check whether the selected CI value is high enough to 
fulfil the 9.3.3 uncertainty requirement for all the estimated CF 
values. Therefore, Eq. (32) is used to check if the lowest estimated CF 





× 100 = < 5 % Eq. (32)  
where the “Total measurement error” is the ((CF + 400 ppm) x error 
Table 3 
Data for the calculation of ACHdecay values that fulfil the ASTM requirements in February 2015 for the first floor. Note that the initial and final values of the 
concentrations show the difference between the indoor to outdoor concentrations. 
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of the sensor (1 % in this case)). Then, if this lowest possible CF is 
lower than 5 %, it would be possible to fulfil section 9.3.3 uncer-
tainty requirement for all the measurements carried out in this work. 
Then, the selected minimum of 350 ppm for the CI value would be a 
proper initial indoor to outdoor concentration difference for all 
cases.  
• Section 9.3.5.: The Test Method ASTM E741-11 requires that the 
indoor tracer gas concentration at multiple points (at least three) 
within the analysed thermal zone (a floor in this case) differs by less 
than 10 % of the average concentration in the floor (at least at the 
beginning and end of the sampling period). When using CO2, this 
concentration uniformity requirement should be applied to the dif-
ference between the indoor to outdoor concentrations. 
Due to the different spatial distributions of F0 and F2, the last 
requirement has never been fulfilled for these two floors for any of the 
days of the analysed period (December 2014 to March 2016). Since these 
floors are formed by smaller office rooms, it is impossible to homogenise 
the CO2 in the whole floor. Therefore, for these two floors, the last 
requirement has been substituted by the following proposed extra- 
requirement to ensure acceptable results for some days of the analysed 
period:  
• To ensure no windows are opened, the maximum acceptable value of 
outdoor daily average temperature has been established at 10 ◦C, 
assuming the building’s users will not open windows with such low 
outdoor temperatures. In fact, the not opening of windows is only 
required for the period 18:00 to 20:00, when the decay analysis is 
applied. If a window is opened, for example from 16:00 to 17:00, 
there will be a sudden drop of the CO2 and it will make it more 
difficult to fulfil the 9.3.4 and 9.3.5 criteria in the subsequent period 
18:00 to 20:00. In this work, the decay analysis has been done 
manually for each of the daily regressions. The opening of windows 
has been detected visually in the monitored data by representing the 
CO2 ppm over time, as in Fig. 4, where the sensor ‘S3’ has a sudden 
drop from 16:00 to 17:30 on the first day (9th February). This is a 
clear window opening of the office where the sensor ‘S3’ is installed. 
If this type of disturbance were present in any of the floor sensors 
between 18:00 to 20:00, the data of the corresponding day would 
have been discarded. In any case, on cold days, the opening of 
windows was not detected after 18:00. It is thus possible to ensure 
similar window opening behaviour in all the different compart-
mentalised offices. Thus, measuring only CO2 concentrations in a few 
of them would be sufficient, since the infiltration behaviour can be 
assumed to be similar for all of them. On hotter days, it is possible to 
have different window opening behaviours between compartmen-
talised offices and, thus, measuring CO2 in a few of them will lead to 
erroneous results. Although this time the window opening check has 
been done visually, it seems feasible to be able to automatically 
detect window openings by analysing the CO2 concentrations over 
time, as discussed above. 
The Air Changes per Hour (ACHdecay in [h− 1]) of each day fulfilling 
the above requirements have been estimated for each floor, using the 
available minute CO2 concentration data in [ppm]. The average 
Table 4 
The rest of the ACHdecay results, regression equations and R2 values of February 
2015 fulfilling the ASTM D6245-18 requirements for the first floor.  
Day ACHdecay Regression equation R2 
10 0.15 y = − 0.1514x+9.2406 0.9858 
12 0.18 y = − 0.1770x+9.7566 0.9962 
18 0.18 y = − 0.1775x+9.6071 0.9924 
19 0.20 y = − 0.1952x+9.7323 0.9845 
20 0.19 y = − 0.1894x+9.3324 0.9877  
Table 5 
The daily ACHdecay and average wind speed (WS [m/s]) values of all days fulfilling ASTM requirements for F1 and 
F3. The last row presents the average ACHdecay_aver values for F1 and F3 for the selected period (December 
2014–March 2015). 95 % confidence intervals are presented for the averaged values using the t-student distribution.  
FLOOR 1 FLOOR 3 
DATE ACHdecay WS [m/s] DATE ACHdecay WS [m/s] 
4-12-2014 0.19 0.59 2-12-2014 0.19 0.54 
11-12-2014 0.18 0.58 4-12-2014 0.29 0.59 
15-12-2014 0.23 0.30 9-12-2014 0.19 0.70 
8-1-2015 0.24 0.34 15-12-2014 0.19 0.30 
9-1-2015 0.21 0.55 18-12-2014 0.25 1.75 
12-1-2015 0.20 3.86 5-1-2015 0.17 0.33 
15-1-2015 0.23 1.45 7-1-2015 0.16 0.50 
2-2-2015 0.19 1.01 8-1-2015 0.22 0.34 
6-2-2015 0.28 2.57 9-1-2015 0.20 0.55 
10-2-2015 0.15 0.75 12-1-2015 0.21 3.86 
12-2-2015 0.18 0.94 13-1-2015 0.19 1.65 
18-2-2015 0.18 0.50 15-1-2015 0.16 1.45 
19-2-2015 0.20 0.41 19-1-2015 0.20 1.81 
20-2-2015 0.19 3.83 22-1-2015 0.30 2.54 
2-3-2015 0.13 1.25 23-1-2015 0.19 0.30 
5-3-2015 0.19 1.36 26-1-2015 0.16 1.76 
- - - 27-1-2015 0.23 1.72 
- - - 2-2-2015 0.24 1.01 
- - - 6-2-2015 0.24 2.57 
- - - 10-2-2015 0.17 0.75 
- - - 11-2-2015 0.20 2.40 
- - - 12-2-2015 0.16 0.94 
- - - 17-2-2015 0.27 4.02 
- - - 2-3-2015 0.19 1.25 
- - - 3-3-2015 0.11 0.18 
- - - 11-3-2015 0.18 0.42 
- - - 16-3-2015 0.25 2.83 
- - - 23-3-2015 0.34 1.37 
AVERAGE 0.20 ± 0.018 (ACHdecay_aver) - AVERAGE 0.21 ± 0.019 (ACHdecay_aver) -  
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ACHdecay_aver of each floor for each considered winter period is therefore 
the average of the ACHdecay values for those days that meet all the above 
requirements within the analysed winter. Then, for each analysed winter 
period, the ACHdecay_aver of each floor is used for the estimation of the 
floor-by-floor infiltration heat loss coefficient (Cv). 
3.3. Air infiltration heat loss coefficient (Cv) estimation 
When analysing the data of the two considered winters, no ventila-
tion heat losses need to be considered, since there was no ventilation 
system installed in the building during these winter periods. Then, based 
on the ACHdecay values estimated using section 3.2 methodology, it is 
possible to estimate the air infiltration heat loss coefficient ((Cv) in [kW/ 
K]) of each analysed floor using Eq. (33). 
Cv = Vol floorACHdecay averρairCpair [kW/K] Eq. (33)  
where Vol_floor is the volume of each floor [m3], ACHdecay_aver is the floor 
average Air Change per Hour for the whole considered testing period in 
[h− 1], ρair [kg/m3] and Cpair [kJ/kg◦C] are the density and the constant 
pressure specific heat of the air at the average indoor temperature, 
respectively. Note that, in this equation, it is necessary to convert 
ACHdecay_aver to [s− 1] to obtain the Cv in [kW/K]. 
For the ground and second floors, an extra calculation has been made 
to guarantee appropriate results. Taking into account the distribution of 
these two floors and the location of the air quality sensors, each sensor 
has been assigned a portion of the total volume of each floor (see Fig. 2), 
and the Cv of the ground floor and second floor have been estimated 
using both Eq. (33) and Eq. (34). The results obtained by Eq. (33) and 





Vol i ×ACHdecay aver Vi
)
ρairCpair [kW/K] Eq. (34)  
where Vol_i and ACHdecay_aver_Vi are the volume portions and the average 
Air Change per Hour of the considered period associated with each 
volume portion, respectively, and N is the number of divisions made in 
the total volume of each floor (see Fig. 2). 
3.4. Estimation of the transmission heat loss coefficient (UA) 
Sections 3.2 and 3.3 have already described the method used, based 
on the ASTM D6245-18 guide, to estimate the infiltration heat loss co-
efficient. However, in order to achieve the aim of this work, it is 
necessary to use these results together with the previously estimated 
HLC values in Ref. [5] to estimate the transmission heat loss coefficient. 
Thus, it would be possible to know which of the coefficients, the 
transmission heat loss coefficient or the infiltration heat loss coefficient, 
is the main responsible factor for the energy losses regarding the 
building envelope. Therefore, the average floor-by-floor infiltration heat 
loss coefficient value for each of the winters is subtracted from each floor 
HLC value of the corresponding winter. The same is done with the sum 
of all the floors in order to estimate the total results for the whole 
building. This procedure is carried out using Eq. (35). 
UA=HLC − Cv [kW/K] Eq. (35)  
4. Results and discussion 
The analysis has been carried out using data provided from the 
monitored in-use building between November 2014 and March 2017. 
Three individual winter periods can be found, 2014–2015, 2015–2016 
and 2016–2017, before the rehabilitation of the building. Unfortunately, 
due to the lack of data concerning monitoring problems, it has been 
impossible to analyse the winter 2016–2017. So, the minute by minute 
air quality data (CO2 ppm) from December 2014 to March 2016 of the 
metabolic CO2 of the building’s occupants is used to estimate air infil-
tration rates by means of the CO2 concentration decay analysis pre-
sented above. 
Plotting and applying the linear regression to the tracer gas (in this 
case the indoor to outdoor CO2 concentration in ppm) concentration 
decay over time in [h] (from 18:00 h to 20:00 h) on a natural logarithmic 
basis, the Air Change per Hour rates (ACHdecay) of each floor have been 
calculated for every day of the abovementioned period. Then, only the 
ACHdecay values of those days that fulfil the aforementioned re-
quirements have been taken into consideration for the Cv estimation. 
Finally, for each winter period, the floor-by-floor estimated Cv values 
have been subtracted from the HLC estimates of each corresponding 
winter period to estimate each floor-by-floor transmission heat loss 
coefficient. 
4.1. Air change per hour (ACHdecay) calculation 
In Fig. 4, the air quality data for each sensor has been plotted for F1 
from 9th to February 15, 2015. In the example shown in Fig. 4, the 
charging and discharging periods of CO2 concentration can be clearly 
seen, with an exponential discharge coinciding with the end of the 
working day (about 17:00). This exponential discharge resembles a 
straight line when plotted on a logarithmic basis. 
Table 3 shows an example of the calculations for the whole month of 
February 2015 for the first floor (F1). Non-working days (red lines) have 
very low indoor to outdoor concentrations because the building is empty 
from Friday afternoon until Monday morning. Thus, by Saturday 18:00 
h, there are already very similar CO2 concentrations to the outdoor one 
and both the indoor to outdoor initial and final concentration values are 
very low and similar to each other. Of course, none of those non-working 
days fulfil the ASTM D6245-18 requirements and so are not considered 
in Table 5 for the latter Cv estimations. Those days where the CO2 
concentration at any of the sensors (S1, S2 or S3, see Table 3 and Fig. 2 
for sensor codes) within the floor differs by more than 10 % of the 
Fig. 5. Two examples of the ACHdecay values obtained by linear regression for February 2015 fulfilling all ASTM D6245-18 requirements for the first floor. y-axis: 
Logarithmic metabolic CO2 concentration values [LN (measured indoor CO2 ppm - outdoors 400 CO2 ppm)]; x-axis: time in [h]. 




ACHdecay values of each volume portion and average wind speed (WS [m/s]) of F0 and F2, and the average ACHdecay values associated to each whole floor for the selected period (December 2014–March 2015). 95 % 
confidence intervals are presented for the averaged values using the t-student distribution.  
DATE Tout FLOOR 0 FLOOR 2  WS [m/s] 
ACH decay_V1 ACH decay_V2 ACH decay_V3 Daily ACHdecay 
average 
ACH decay_V1 ACH decay_V2 ACH decay_V3 ACH decay_V4 Daily ACHdecay 
average 
3-12-2014 8.88 – – – – 0.04 0.06 0.29 0.37 0.20 0.44 
4-12-2014 8.65 0.06 0.07 0.46 0.25 0.09 0.06 0.19 0.25 0.13 0.59 
5-12-2014 8.35 0.26 0.31 0.47 0.37 – – – – – 3.22 
9-12-2014 9.38 0.06 0.11 0.41 0.25 0.07 0.08 0.25 0.18 0.13 0.70 
15-12- 
2014 
10.06 – – – – 0.08 0.08 0.21 0.24 0.11 0.30 
7-1-2015 9.26 0.23 0.19 0.36 0.25 0.05 0.07 0.13 0.14 0.09 0.50 
8-1-2015 9.65 0.21 0.30 0.40 0.29 0.06 0.06 0.07 0.03 0.06 0.34 
20-1-2015 6.19 0.25 0.20 0.33 0.25 0.09 0.10 0.20 0.07 0.11 0.70 
22-1-2015 6.56 0.14 0.34 0.59 0.43 0.13 0.09 0.24 0.22 0.16 2.54 
23-1-2015 6.78 0.11 0.15 0.36 0.21 – – – – – 0.30 
26-1-2015 7.92 0.08 0.07 0.40 0.21 0.08 0.09 0.14 0.10 0.09 1.76 
27-1-2015 9.13 0.24 0.15 0.47 0.33 0.11 0.10 0.23 0.26 0.15 1.72 
30-1-2015 8.88 0.12 0.10 0.33 0.19 – – – – – 0.92 
2-2-2015 6.55 0.16 0.15 0.25 0.19 0.12 0.10 0.14 0.06 0.10 1.01 
3-2-2015 4.49 – – – – 0.12 0.09 0.25 0.13 0.13 4.23 
6-2-2015 1.51 0.19 0.16 0.42 0.29 – – – – – 2.57 
10-2-2015 6.33 0.25 0.27 0.39 0.29 0.08 0.08 0.19 0.07 0.09 0.75 
17-2-2015 8.78 – – – – 0.15 0.13 0.20 0.23 0.17 4.02 
18-2-2015 8.30 – – – – 0.09 0.06 0.32 0.17 0.13 0.50 
19-2-2015 8.32 – – – – 0.06 0.08 0.28 0.33 0.16 0.41 
5-3-2015 8.84 – – – – 0.02 0.04 0.09 0.17 0.08 1.36 
16-3-2015 8.71 0.33 0.28 0.41 0.33 0.06 0.07 0.09 0.17 0.09 2.83 
23-3-2015 6.38 – – – – 0.12 0.06 0.29 0.36 0.16 1.37 
24-3-2015 7.71 – – – – 0.19 0.18 0.48 0.21 0.22 3.05 
Average - 0.18 
± 0.046 (ACH 
decay_aver_V1) 
0.19 
± 0.050 (ACH 
decay_aver_V2) 
0.40 
± 0.043 (ACH 
decay_aver_V3) 
0.28 
± 0.038 (ACH 
decay_aver) 
0.09 
± 0.019 (ACH 
decay_aver_V1) 
0.08 
± 0.014 (ACH 
decay_aver_V2) 
0.21 
± 0.045 (ACH 
decay_aver_V3) 
0.19 
± 0.046 (ACH 
decay_aver_V4) 
0.13 
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average concentration in the floor at the beginning or end of the sam-
pling period (grey lines) have been rejected. Again, none of those days 
fulfil the ASTM D6245-18 requirements and are not considered in 
Table 5 for the latter Cv estimations. In addition, those days where the 
initial value of the measured CO2 concentration (CI) of any of the sensors 
was less than [outdoors 400 ppm + 350 ppm] have also been discarded. 
Note that initial and final values of the concentrations of Table 3 show 
the difference between the indoor to outdoor concentrations. 
Fig. 5 shows a couple of examples of the ACHdecay values calculated 
for two of those days of February 2015 fulfilling the ASTM D6245-18 
requirements for the first floor. Logarithmic concentration values have 
been used to obtain a linear relationship between the logarithm of the 
tracer gas concentration [LN (measured CO2 ppm - outdoors CO2 ppm)] 
and the time in [h]. Next, the ACHdecay of each day was calculated via 
linear regression analysis, since the ACHdecay value corresponds to the 
slope of the estimated straight line. The rest of the ACHdecay results, 
regression equations and R2 values of the February 2015 days that fulfil 
the requirements are shown in Table 4. 
The average ACHdecay_aver for the first analysed winter (December 
2014–March 2015) of each floor is the average of all the ACHdecay values 
of those days that meet all the requirements presented in the previous 
section 3.2 (see Table 5). The ACHdecay values of F1 and F3 of the second 
winter period analysed (December 2015–March 2016) can be seen in 
Table A.1 in Appendix A. 
Only F1 and F3 have several winter days that completely fulfil the 
ASTM D6245-18 requirements. The uniformity requirement established 
by the Standard could not be fulfilled on any of the days in the analysed 
period on F0 and F2. However, as mentioned in the previous section, the 
uniformity requirement has been substituted by a proposed one 
(maximum limit of 10 ◦C for the daily average outdoor temperature) in 
order to accept some daily ACHdecay values for these floors. Further-
more, as shown in Fig. 2, each sensor on those floors has been assigned a 
portion of the total volume of each floor, while the infiltration heat loss 
coefficient (Cv) for each floor has been estimated using both Eq. (33) and 
Eq. (34). Note that in F0, the considered volume partitions do not 
complete the full volume. In this case, the Cv value obtained by Eq. (34) 
has been extrapolated to the complete volume of the floor (green con-
toured area). 
Table 6 shows the ACHdecay values of each volume portion of both 
floors and the average ACHdecay values associated to each whole floor. 
The daily ACHdecay_Vi shown in Table 6 are calculated using the CO2 ppm 
values measured by each independent sensor located in each of the 
considered sub-volumes of each floor. These ACHdecay_Vi values are then 
averaged per column (see last row of Table 6) and the ACHdecay_aver_Vi 
values to be used in Eq. (34) are obtained. On the other hand, for F0 and 
F2 in Table 6, a column titled ‘Daily ACHdecay Average’ is also presented. 
These values are calculated daily, as for F1 and F3, using the averaged 
CO2 concentration of the different sensors located in each floor. The last 
value of the column ‘Daily ACHdecay Average’ is the ACHdecay_aver to be 
used in Eq. (33), obtained by averaging all the values of this column, as 
done for F1 and F3. 
The Daily ACHdecay average values of F0 and F2 of the second winter 
period (December 2015–March 2016) can be seen in Table A.2 in 
Appendix A. 
Table 7 
The daily Cv values estimated for all the floors. The last row presents the average Cv_aver values for all floors for the selected period (December 2014–March 2015). 95 % 
confidence intervals are presented for the averaged values using the t-student distribution.  
FLOOR 1 FLOOR 3 FLOOR 0 FLOOR 2 
DATE Cv [kW/K] DATE Cv [kW/K] DATE Cv [kW/K] DATE Cv [kW/K] 
4-12-2014 0.11 2-12-2014 0.10 4-12-2014 0.10 3-12-2014 0.13 
11-12-2014 0.10 4-12-2014 0.16 5-12-2014 0.15 4-12-2014 0.08 
15-12-2014 0.13 9-12-2014 0.10 9-12-2014 0.10 9-12-2014 0.08 
8-1-2015 0.14 15-12-2014 0.10 7-1-2015 0.10 15-12-2014 0.07 
9-1-2015 0.12 18-12-2014 0.14 8-1-2015 0.11 7-1-2015 0.06 
12-1-2015 0.11 5-1-2015 0.09 20-1-2015 0.10 8-1-2015 0.03 
15-1-2015 0.13 7-1-2015 0.09 22-1-2015 0.17 20-1-2015 0.07 
2-2-2015 0.11 8-1-2015 0.12 23-1-2015 0.08 22-1-2015 0.10 
6-2-2015 0.16 9-1-2015 0.11 26-1-2015 0.08 26-1-2015 0.06 
10-2-2015 0.09 12-1-2015 0.11 27-1-2015 0.13 27-1-2015 0.09 
12-2-2015 0.10 13-1-2015 0.10 30-1-2015 0.08 2-2-2015 0.07 
18-2-2015 0.10 15-1-2015 0.09 2-2-2015 0.08 3-2-2015 0.08 
19-2-2015 0.11 19-1-2015 0.11 6-2-2015 0.11 10-2-2015 0.06 
20-2-2015 0.11 22-1-2015 0.16 10-2-2015 0.11 17-2-2015 0.11 
2-3-2015 0.08 23-1-2015 0.10 16-3-2015 0.13 18-2-2015 0.08 
5-3-2015 0.11 26-1-2015 0.09 – – 19-2-2015 0.10 
- - 27-1-2015 0.12 – – 5-3-2015 0.05 
- - 2-2-2015 0.13 – – 16-3-2015 0.06 
- - 6-2-2015 0.13 – – 23-3-2015 0.10 
- - 10-2-2015 0.09 – – 24-3-2015 0.14 
- - 11-2-2015 0.11 – – – – 
- - 12-2-2015 0.09 - – – – 
- - 17-2-2015 0.15 - – – – 
- - 2-3-2015 0.10 - – – – 
- - 3-3-2015 0.06 - – – – 
- - 11-3-2015 0.10 - – – – 
- - 16-3-2015 0.14 – – – – 








±0.012 (Cv_aver)  
Table 8 
Cv_aver values for each floor by means of both Eq. (33) and Eq. (34) and the whole building Cv_aver value for the winter of 2014–2015.  
Winter 2014–2015 FLOOR 0 FLOOR 1 FLOOR 2 FLOOR 3 BUILDING 
Cv_aver [kW/K] (Eq. (33)) 0.11 ± 0.015 0.11 ± 0.010 0.08 ± 0.012 0.11 ± 0.011 0.41 ± 0.048 
Cv_aver [kW/K] (Eq. (34)) 0.10 ± 0.013 – 0.08 ± 0.014 – –  
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Finally, it must be commented that the daily ACHdecay values and 
average wind speed in the same period (18:00 h to 20:00 h) of those days 
fulfilling the ASTM D6245-18 requirements are correlated. The ACHdecay 
values depend on the indoor to outdoor temperature difference and on 
wind direction, but mainly on wind speed. In general, from Tables 5 and 
6, it can be concluded that the higher the average wind speed, the higher 
the ACHdecay values. 
4.2. Infiltration heat loss coefficient (Cv) calculation 
Once the ACHdecay values for the days fulfilling the ASTM D6245-18 
requirements have been estimated, it is possible to estimate the corre-
sponding Cv values for each of those days, as shown in Table 7. More-
over, using the averaged ACHdecay_aver values in the last row of Tables 5 
and 6, the infiltration heat loss coefficients of each floor can be esti-
mated for the whole winter. Then, using Eq. (33) for F1 and F3 and both 
Eq. (33) and Eq. (34) for F0 and F2, it is possible to estimate the infil-
tration heat loss coefficient for each floor, as shown in the last row of 
Table 7. 
As commented before, considering the building as a thermodynamic 
system, the HLC value is an extensive property of the system; thus, the 
sum of the individual HLC values of all floors is the HLC of the building. 
The same happening with the HLC happens also with the Cv. Then, the 
building infiltration heat loss coefficient could also be precisely esti-
mated by summing all the Cv values of all the thermal zones of the 
building. As proven in section 3.1, when estimating the building Cv as 
the sum of the Cv values of the different thermal zones of the building, 
the effects of the mass exchanges due to infiltration through the walls/ 
floors/ceilings between the different thermal zones are cancelled out in 
the summation process. Nevertheless, unless the analysed thermal zones 
are completely airtight between them in the whole building, the indi-
vidual Cv values estimated for each thermal zone (floors in this case) 
have no physical meaning, since they are also considering the mass 
transmission between the floors. However, since for this analysed 
building, the thermal zones were different floors separated by contin-
uous concrete slabs, the infiltration exchanges between floors can be 
considered to be very low, which means that the considered individual 
thermal zone Cv values are mainly due to the indoor to outdoor infil-
tration effects. Furthermore, the indoor temperature was homogeneous 
between floors (see results of [5]), making internal heat exchange effects 
low compared to the indoor to outdoor heat exchanges, thus also making 
the individual thermal zones HLC, Cv and UA value estimates 
meaningful. 
Table 8 shows that similar Cv_aver values are obtained by means of 
both equations for F0 and F2. Although using Eq. (34) is a better 
approach for F0 and F2, using and programming Eq. (33) is easier in 
practice. 
Since the difference is negligible for this case, only Eq. (33) values 
are considered for the second winter analysed in this work, as presented 
in Table 9. 
Although the obtained Cv_aver results do not differ greatly between 
the two different winter periods, it can be seen that the confidence in-
tervals are wider for the winter of 2015–2016. This is due to the higher 
variability between the daily estimated ACHdecay values in the second 
winter and due to a lower number of hourly estimates within the winter. 
These daily ACHdecay values could be affected by the wind speed effects. 
However, as commented in Appendix A, since there are no measured 
values for wind speed during this second winter period, it cannot be 
proved. 
4.3. Decoupling the HLC into its transmission (UA) and infiltration (Cv) 
heat loss coefficients 
In Table 10, decoupled UA and Cv (or Cv_aver) values are shown for 
each floor and for the whole building for the two analysed winters. Once 
the floor-by-floor HLC and Cv have been estimated, the decoupling of the 
HLC is carried out by applying Eq. (35). The measurement errors were 
propagated until the UA values have been obtained. In Table 10, the 
HLC, UA and Cv values are calculated and, in Table 11, the values per 
floor area have also been estimated. 
4.4. Discussion 
Several aspects of this method and the corresponding results in the 
tables can be discussed. For example, Tables 5 and 6 for the winter of 
2014–2015, as well as the rest of Tables A.1 and A.2 (for the winter of 
2015–2016) in Appendix A show a large variation in the daily ACHdecay 
values, depending on the day. In other words, the in-use HLC is not 
constant over time, since the Cv part can vary greatly from day to day. It 
is important to remark that these Cv values have been obtained based on 
the ACHdecay values estimated by means of the application of the ASTM 
D6245-18 guide, so they generally fulfil the reliability criteria stated in 
the guide. Then, converting the ACHdecay values to Cv values only re-
quires them to be multiplied by the volume of the corresponding floor, 
the density of the air and the constant pressure specific heat of the air. 
Thus, the Cv values can be considered as reliable as the calculated 
ACHdecay values that fulfil the ASTM D6245-18 guide. 
The ACHdecay estimations for F1 and F3 are reliable, since they 
Table 9 
Cv_aver values for each floor by means of Eq. (33) and the whole building Cv_aver value for the winter of 2015–2016.  
Winter 2015–2016 FLOOR 0 FLOOR 1 FLOOR 2 FLOOR 3 BUILDING 
Cv_aver [kW/K] (Eq. (33)) 0.10 ± 0.027 0.10 ± 0.032 0.10 ± 0.025 1.14 ± 0.047 0.44 ± 0.131  
Table 10 
HLC, Cv and UA values for each floor and for the whole building for the two winters. The error was propagated until the UA values have been estimated. The percentage 
of the weight of the UA and Cv on the HLC are also presented.    
FLOOR 0 FLOOR 1 FLOOR 2 FLOOR 3 BUILDING 
Winter 2014–2015 HLC [kW/K] 1.03 ± 0.102 1.60 ± 0.158 1.12 ± 0.100 1.34 ± 0.124 5.09 ± 0.484 
Cv [kW/K] 0.11 ± 0.015 (10.7%) 0.11 ± 0.010 (6.9%) 0.08 ± 0.012 (7.1%) 0.11 ± 0.011 (8.2%) 0.41 ± 0.048 (8.1%) 
UA [kW/K] 0.92 ± 0.087 (89.3%) 1.49 ± 0.148 (93.1%) 1.04 ± 0.088 (92.9%) 1.23 ± 0.113 (91.8%) 4.68 ± 0.436 (91.9%) 
Winter 2015–2016 HLC [kW/K] 1.05 ± 0.164 1.66 ± 0.221 1.14 ± 0.148 1.42 ± 0.191 5.27 ± 0.724 
Cv [kW/K] 0.10 ± 0.027 (9.5%) 0.10 ± 0.032 (6.0%) 0.10 ± 0.025 (8.8%) 0.14 ± 0.047 (9.9%) 0.44 ± 0.131 (8.3%) 
UA [kW/K] 0.95 ± 0.137 (90.5%) 1.56 ± 0.189 (94%) 1.04 ± 0.123 (91.2%) 1.28 ± 0.144 (90.1%) 4.83 ± 0.593 (91.5%)  
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completely fulfil the ASTM D6245-18 guide. However, since not all the 
building floors where structured equally, not all the requirements were 
fulfilled in two of them. For F0 and F2, the 10 % uniformity criteria has 
not been fulfilled and has been replaced by a no window opening 
criteria, according to an external low temperature criteria and visual 
checking of disturbances in the CO2 concentration measurements. If we 
analyse the ACHdecay values for F0 in Table 6, it can be seen that V1 and 
V2 have very similar behaviour, while V3 has nearly double the ACHdecay 
values compared to V1 and V2. If V1 and V2 (those volumes are close to 
each other) have similar ACHdecay values, it means that the CO2 decay 
was not due to air exchanges between them. On the other hand, the V3 of 
F0 has an old door that permits the children in the nursery to go out to 
the garden. This door is probably responsible for the much higher 
infiltration rates of V3. 
If the F2 ACHdecay rates are analysed in detail, two different behav-
iours can clearly be observed. V1 and V2 represent the north face offices 
and common north space that are connected by doors. If ACHdecay_aver_V1 
and ACHdecay_aver_V2 are compared, they are very close, meaning that this 
subspace of F2 made up of V1 plus V2 has a similar ACHdecay behaviour. 
The same happens if ACHdecay_aver_V3 and ACHdecay_aver_V4 are analysed. 
In fact, there is a continuous brick wall separating both subspaces (north 
and south) and, logically, they have different behaviour. Since V1 + V2 
~ V3 + V4, if those two subspaces were treated separately, the Cv value 
calculated by Eq. (34) of Table 8 would be obtained. In this work, two 
options have been calculated for F0 and F2, as shown in Table 8, but 
since the difference is very small compared to the uncertainties we are 
working with, the easier to program Eq. (33) has been used for the 
decoupling calculations. Although the uncertainties associated to the 
estimations of the ACHdecay values of F0 and F2 might be bigger as they 
do not fulfil the 10 % uniformity criteria, after the above analysis and 
after checking the results, we consider them reliable enough to carry out 
the decoupling process of the HLC. 
The two winters analysed have shown very interesting Cv results. In 
general, the third floor should be the one that shows the highest Cv re-
sults, since it is the floor most exposed to the wind. Moreover, it is logical 
that the floors that have distributions with big open spaces connecting 
internally north and south façades, such as F1 and F3, should have 
bigger Cv values, since it is easier for the air to enter, for example, from 
the north face and exit through the south face. This effect is usually 
lower for such floor distributions as F0 and F2, where there are many 
partition walls that hinder the indoor movement of the air. If the results 
are observed, it can be seen that the third floor is the one providing the 
highest Cv values. This effect can be more clearly seen in Table 11 when 
the Cv values are presented per floor area. 
Furthermore, the results shown from Tables 7–9 lead to very inter-
esting conclusions. If the individual daily Cv results are observed in 
Table 7, it is possible to find a considerable variation between the results 
obtained for the same floor. However, if the average Cv results are 
compared from Tables 8 and 9 for the two winter periods for the whole 
building, the results only differ by 7 %. So it can be concluded that, 
despite the variability of the obtained daily results, the final obtained 
values for the whole winters are stable and similar between the two 
winters. 
Finally, regarding the HLC decoupling, if the results of Table 10 are 
observed, it can be seen that, floor by floor, the infiltration losses range 
is between 6.0 % and 10.7 % of the total heat losses for both winters. 
Thus, transmission losses range between 89.3 % and 94 %. This table 
provides highly valuable information about the effect of the retrofitting 
of the studied building. It is clear that, for this building, more than 90 % 
of heat losses are transmission losses, which suggests that the building 
should be better insulated to reduce the UA value. Moreover, Table 11 
also shows very interesting results. From the results per unit area, it can 
be demonstrated that since the second floor is the one with the least wall 
area exposed to the exterior, the loss results obtained per floor square 
meter are the lowest. If the ground floor did not have a ventilated false 
ceiling, the first floor would have shown similar results to the second 
floor. However, due to the heat losses created by this ventilated false 
ceiling located between the ground floor and the first floor, the first floor 
shows the highest total losses, followed by the third floor, the floor most 
exposed to the wind effect. 
5. Conclusions 
This paper tests the internal validity of the decoupling of previously 
estimated floor-by-floor HLC values into their transmission heat loss 
coefficients (UA) and infiltration heat loss coefficients (Cv) by using the 
occupants’ metabolic CO2 concentration decay analysis to estimate the 
Cv, thus obtaining the value of the UA. The method proposed in this 
paper has been tested in an in-use office building, but it can also be 
considered valid for residential buildings. However, in that case, the CO2 
decay analysis should probably be done in the morning when the resi-
dential buildings have just been vacated by their occupants. 
These authors consider the presented method is much more appro-
priate than the blower door test for this analysis, since the ACHdecay 
values are calculated in many different short testing periods over a long 
period and under real operating conditions. Unlike the blower door test, 
this method only needs the installation of simple sensors to be per-
formed. Since the air quality sensors were already installed for the HLC 
analysis, it was only necessary to analyse the CO2 concentration values 
provided from them. Moreover, since these sensors were distributed in 
different rooms of each floor, it has been possible to estimate the infil-
tration heat loss coefficients of the different thermal zones of the 
building. Last but not least, since the tracer gas is CO2, it is not necessary 
to inject any gas into the building, which makes the method consider-
ably more affordable in comparison to the blower door test or using 
other tracer gases. 
The study was conducted using winter period data, when windows 
are usually closed (minimal air infiltrations) and the blinds are open 
(maximum solar gains). Thus, analysing the occupational CO2 decay 
curves, the in-use infiltration Air Change per Hour (ACHdecay) rates have 
been estimated. These ACHdecay values have been used to calculate the 
Cv values for each floor and for the whole building, making it possible to 
Table 11 
HLC, Cv and UA values per unit floor area for each floor and for the whole building. For clarity, errors have not been included.    
Area [m2] HLC [W/K⋅m2] Cv [W/K⋅m2] UA [W/K⋅m2] 
Winter 2014–2015 FLOOR 0 391.65 2.63 0.28 2.35 
FLOOR 1 456.32 3.51 0.24 3.27 
FLOOR 2 604.61 1.85 0.13 1.72 
FLOOR 3 458.51 2.92 0.24 2.68 
BUILDING 1911.09 2.66 0.21 2.45 
Winter 2015–2016 FLOOR 0 391.65 2.68 0.26 2.43 
FLOOR 1 456.32 3.64 0.22 3.42 
FLOOR 2 604.61 1.89 0.17 1.72 
FLOOR 3 458.51 3.10 0.31 2.79 
BUILDING 1911.09 2.76 0.23 2.53  
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obtain the building envelope UA value using the following expression: 
UA = HLC - Cv. 
Although the objective of the ASTM D6245-18 Standard is not to 
decouple the HLC into its UA and Cv parts, it provides a proven method 
to estimate the ACHdecay values of an occupied volume by means of 
metabolic CO2 concentration measurements. As proven in this work, 
these ACHdecay values allow the Cv value of the studied volumes or 
thermal zones to be calculated. Depending on the distribution of the 
studied area, it is not easy to fulfil all the requirements established in the 
ASTM D6245-18 guide, in particular, those concerning the concentra-
tion uniformity throughout the whole studied area. However, analysing 
the floor-by-floor characteristics, acceptable ACHdecay results could be 
ensured, as proven in the calculation section. 
Moreover, together with the average method, this method can pro-
vide the in-use HLC, UA and Cv values that could be used to obtain 
energy certificates for buildings in a more realistic approach. Then, the 
theoretical UA value of the building could be compared against the in- 
use UA value in order to know whether the construction has been car-
ried out as designed. A similar comparison could be made between the 
in-use Cv value and the design Cv value. If the method is correctly in-
tegrated in the building’s automation systems, it could be a cheap and 
non-disturbing method for the building users to understand the real 
behaviour of their building envelopes. In addition, once the in-use HLC 
(and both UA and Cv values) are available, decisions on where and how 
to optimally improve the building’s energy performance can be made. 
This energy characterization of the building is a key point for the ret-
rofitting process of existing buildings, since it allows the retrofitting 
needs to be evaluated, while still being aware of the impact of the ret-
rofitting actions, and finally evaluating the savings and improvements 
obtained once the retrofitting has been accomplished. If the in-use HLC 
infiltration and/or the ventilation part (Cv) is too high, the window 
frames could be checked and improved if necessary, ventilation patterns 
could be optimized and window opening and closing patterns defined. If 
the UA must be reduced, optimized energy retrofitting strategies of the 
building envelope can be performed. 
Finally, the extent of the information and data introduced in this 
work did not leave space for the decoupling analysis of the HLC values 
estimated after the rehabilitation. Therefore, the authors consider this 
paper could be interesting for future work where, apart from the infil-
tration heat loss coefficient, the ventilation heat loss coefficient must 
also be considered, since a ventilation system with heat recovery was 
installed in the building. 
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Appendix A 
The procedure applied in section 4.1 and 4.2 for the winter period 2014–2015 has also been carried out for the second available winter period 
2015–2016. Then, the ACHdecay results already shown in Table 5 for the winter period 2014–2015 are also presented for F1 and F3 for the winter 
2015–2016 in Table A.1 of this section. This Table A.1 also includes the Cv results already shown for the winter 2014–2015 in Table 7, but for the 
winter 2015–2016.  
Table A.1 
The daily ACHdecay, Cv values and average wind speed (WS [m/s]) of all days fulfilling the ASTM D6245-18 requirements for F1 and F3. The last row presents the 
average ACHdecay_aver and Cv_aver values for F1 and F3 for the selected period (December 2015–March 2016). 95 % confidence intervals are presented for the averaged 
values using the t-student distribution.  
FLOOR 1 FLOOR 3 
DATE ACHdecay WS [m/s] Cv [kW/K] DATE ACHdecay WS [m/s] Cv [kW/K] 
1-12-2015 0.10 – 0.06 4-12-2015 0.36 – 0.19 
3-12-2015 0.33 – 0.19 14-12-2015 0.25 – 0.13 
4-12-2015 0.05 – 0.03 8-1-2016 0.16 – 0.09 
9-12-2015 0.09 – 0.05 12-1-2016 0.34 – 0.18 
10-12-2015 0.09 – 0.05 13-1-2016 0.34 – 0.18 
8-1-2016 0.12 – 0.07 23-2-2016 0.13 – 0.07 
13-1-2016 0.36 – 0.20 25-2-2016 0.20 – 0.11 
14-1-2016 0.22 – 0.12 – – – – 
22-2-2016 0.36 – 0.20 – – – – 
25-2-2016 0.22 – 0.13 – – – – 
1-3-2016 0.17 – 0.10 – – – – 
14-3-2016 0.14 – 0.08 – – – – 
15-3-2016 0.12 – 0.07 – – – – 
(continued on next page) 
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Table A.1 (continued ) 
FLOOR 1 FLOOR 3 
DATE ACHdecay WS [m/s] Cv [kW/K] DATE ACHdecay WS [m/s] Cv [kW/K] 
17-3-2016 0.11 – 0.06 – – – – 
18-3-2016 0.12 – 0.07 – – – – 
AVERAGE 0.17 
± 0.056 (ACH decay_aver) 
- 0.10 
± 0.032 (Cv_aver) 
AVERAGE 0.25 
± 0.086 (ACH decay_aver) 
- 0.14 
± 0.047 (Cv_aver)  
As done for F0 and F2 in Table 6 (section 4.1), the ACHdecay values are also estimated for the second winter. However, when studying the winter 
2014–2015, it has already been proven that the difference between estimating the Cv values using Eq. (33) and Eq. (34) is insignificant. Then, for the 
second winter analysis, only the ACHdecay_aver has been estimated and Eq. (33) has been used to estimate the Cv_aver results, as done in F1 and F3. Thus, 
the same procedure used to estimate the ACHdecay_aver and the corresponding Cv_aver for winter 2014–2015, has also been applied in Table A.2 for the 
winter 2015–2016.  
Table A.2 
The daily ACHdecay average, Cv values and average wind speed (WS [m/s]) for F0 and F2. The last row presents the average ACHdecay_aver and Cv_aver values for F0 and F2 
for the selected period (December 2015–March 2016). 95 % confidence intervals are presented for the averaged values using the t-student distribution.  
DATE  FLOOR 0 FLOOR 2 
Tout Daily ACHdecay average WS [m/s] Cv [kW/K] Daily ACHdecay average WS [m/s] Cv [kW/K] 
1-12-2015 7.37 – – – 0.14 – 0.09 
2-12-2015 9.00 0.15 – 0.06 – – – 
11-1-2016 10.92 – – – 0.18 – 0.11 
12-1-2016 7.98 – – – 0.12 – 0.08 
13-1-2016 8.35 – – – 0.16 – 0.10 
14-1-2016 10.58 0.18 – 0.07 – – – 
25-2-2016 9.48 0.33 – 0.13 0.14 – 0.09 
7-3-2016 6.20 – – – 0.18 – 0.12 
8-3-2016 6.99 0.34 – 0.13 0.27 – 0.17 
11-3-2016 8.67 0.20 – 0.08 – – – 
14-3-2016 8.22 0.23 – 0.09 0.10 – 0.07 
15-3-2016 10.13 0.27 – 0.11 0.10 – 0.07 
Average  0.24 
± 0.069 (ACH decay_aver) 
- 0.10 
± 0.027 (Cv_aver) 
0.16 
± 0.040 (ACH decay_aver) 
- 0.10 
± 0.025 (Cv_aver)  
There were no wind speed measured data for this second winter. So it has been impossible to find a correlation between the ACHdecay and the wind 
speed for this second winter period. However, since the winter 2014–2015 had good measured wind speed data, some conclusions could be made here. 
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